
MAVEO ς REMOTELY MANAGED PORTABLE VIDEO 
MAVEO is a compact, ruggedized video capture and streaming unit 
for unmanned monitoring and surveillance in the toughest of 
environments, from almost any location and across a range of 
installations. The solution is suited to meet all fixed or temporary 
deployments and delivers high quality LIVE video feeds available to 
more than 98.8% of the Australian population. 
 
 
LIVE VIDEO SURVEILLANCE OUT-OF-THE-BOX  

MAVEO captures audio and video from hardware devices, 
compresses the image and sound, then streams the content to the 
Internet via wireless mobile networks. A ruggedized mini-computer 
acts as the video capture point, central processing core, and 
Internet connection.  Customised integrated cabling combines 
video, control and power cables in one to make out-of-the-box 
deployment simpler and quicker than ever. 
 
 

REMOTELY OPERATED OR AN UNMANNED SOLUTION 
An operator can boot the system and initiate streaming with 
minimal interaction and input. The system can also be set for 
automatic activation on vehicle start. Once activated, MAVEO can 
then be controlled remotely from a PC, laptop, or handheld device. 
MAVEO can also record directly to the server. 

BEST QUALITY VIDEO AND HIGHEST QUALITY LIVE STREAMS 
The flexible system accepts composite video feeds from a range of 
cameras and streams. Streaming with the MPEG4, MAVEO offers 
stunning video quality for live streams at low data rates. Get better 
video quality at low bitrates, with exponential increases in video 
quality with increased bitrates. 

 
 
INTELLIGENT NETWORK MANAGEMENT FOR THE BEST STREAMING 
EXPERIENCE 

The network management system sets bandwidth allocation more 
efficiently to achieve the best video streaming results. In-built alerts 
notify users to lower video quality and optimise bitrates to ensure a 
live, low latency streaming experience for any given bandwidth 
condition. 
 

 
CRYSTAL CLEAR STILL SNAPSHOTS FOR REVIEW AND ANALYSIS 
¢ƘŜ ǇŀǘŜƴǘŜŘ ΨǎƴŀǇǎƘƻǘΩ ŦŜŀǘǳǊŜ ŀƭƭƻǿǎ ǳǎŜǊǎ ǘƻ ǘŀƪŜ Ψƻƴ ǘƘŜ ŦƭȅΩ ǎǘƛƭƭ 
photographs from the video stream. Snapshots are automatically 
uploaded and saved directly onto the server, making them 
immediately viewable without the need for clunky uploading or 
multimedia messaging (MMS). Still capture is at minimal 
compression for rich and detailed snapshots. Streaming continues at 
optimal bitrates for the available bandwidth at any given point. 

 
 
EASY AND EFFICIENT ONLINE VIDEO ASSET MANAGEMENT 
An enterprise-level portal combines an intuitive, user-friendly design 
with a fully featured online interface to enable better management 
of video assets across all products in the m-View suite. This includes 
full administrative and user rights management, security 
management and leading-edge privacy protection behind a 
comprehensive gallery for stored videos and snapshots. 

Live in-car video surveillance  

Live aerial surveillance  

Unmanned surveillance  

Transit vehicle monitoring  



Designed to deliver the best video over available bandwidth 
MAVEO delivers up to 25 frames per second (fps), where other 
systems produce between 3-6 fps*. MAVEO video output is smoother, 
giving viewers more information and detail more efficiently for an 
improved experience that enables more effective incident 
management.  

 
Outbound connections constantly monitored and auto-adjusted to 
prevent non-delivery 

Latency with a MAVEO system is consistently below 0.5 seconds. 
Other systems not designed for mobile networks buffer video, causing 
jerkiness of video (5 second pauses) and a consistent build up of video 
latency of up to 2 ς 5 seconds, which corrects itself with large jumps in 
the video stream. 
 
System-state monitor enables a self-healing network 

Should there be a power loss, the system will reboot and re-establish 
all services as soon as power is reconnected. There is no need to 
physically access the system to restart.  

 
One-to-many video streaming 
Other systems can only handle one viewer at a time (or suffer a drastic 
loss of performance). MAVEO operates through a server and delivers 
the video to multiple concurrent viewers smoothly and effectively, 
whether on mobile devices or PCs.  
 
Instant archiving for immediate review and analysis 

Videos are saved, time and date stamped, on the server for immediate 
review. An enterprise back-end allows administration of access to 
video streams (from company to individual account level). Search for 
videos based on time, date or other meta-tags, or build various usage 
reports for review and analysis.  
 
Control and view on mobile devices 
MAVEO allows the user to not only watch the camera on their mobile 
ǇƘƻƴŜ ƻǊ t5!Σ ōǳǘ ŀƭǎƻ ŎƻƴǘǊƻƭ ǘƘŀǘ ŎŀƳŜǊŀΩǎ tŀƴΣ ¢ƛƭǘ ŀƴŘ ½ƻƻƳ 
controls from the mobile device.  

 
Crystal clear user-ƛƴƛǘƛŀǘŜŘ ΨǎƴŀǇǎƘƻǘǎΩ 
High quality still photos are saved automatically for instant review, 
technical support or evidentiary and legal purposes. 
 
SMS and instant messaging chat for interactive broadcast and 
viewing  
Communicate between parties viewing the stream. Conversations can 
be logged for future reference. 
 
Pre-configured (no IP address configuration) 

MAVEO is provided pre-ŎƻƴŦƛƎǳǊŜŘ ǘƻ ŎǳǎǘƻƳŜǊǎΩ ŘŜǘŀƛƭǎ ŀƴŘ ƛǎ 
operational out-of-the-box without the need to set IP addresses and 
other details, making faster to deploy and easier to manage than 
systems with dynamic IP addressing.  
 
* Comparisons based on testing an IP PTZ camera and control with a 
NextG router. 

About Momentum 
Momentum Technologies Group delivers live streaming video 

technology for a variety of mobile applications. Its primary 
markets are in health, emergency services and public safety 

sector. Momentum has developed a robust architecture that 
captures, compresses, transmits and delivers the best 

available video quality over mobile networks enabling users to 
harness the power of  

live mobile video.  
 

Momentum Technologies Group 
Level 1, 225 Chapel Street 

Prahran, Victoria 3181 
P: +61 3 9533 2077 

e: info@momentumgroup.com.au 
w: www.momentumgroup.com.au 

EXAMPLE STANDARD MAVEO SYSTEM SPECIFICATION 
*Processor details only. System configurable to function with a 
range of PTZ cameras and power options. 
Enhanced specification systems are available on request. 

CPU  Intel Pentium M 1.4GHz  

Memory 512MB DDR 

LAN  10/100base-T 

WLAN  802.11b/g 

Hard Drive нΦрέ wŜƳƻǾŀōƭŜ улD. I55 

CF Slot Type II CF Socket 

PC Card  PCMCIA  

Operating Temp 0-45°C 

USB 3 x USB2.0 

Serial  1 x RS232, 1 x RS485 

Power 12VDC @ 2A / 24VDC @ 1A 

Certification CE, FCC Class B 

Dimensions 170mm x 50mm x 230mm 

Weight 2.8kg 


